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Vägytemätningar visar tillståndet som trafikanten möter
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Konstruktionens tillstånd

Vägytans tillstånd – Gränsytan mellan 

konstruktion, fordon och trafikant

Effekt på trafikant och fordon

Konstruktionens tekniska tillstånd påverkar vägytans tillstånd. Ett eftersatt 

tekniskt tillstånd påverkar trafikanten idag och i framtiden 
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Vägytans
tillstånd

Vägens
tekniska
tillstånd 

•Framtida
•Aktuellt
•Historiskt

Effekter för 
trafikanter 
och samhälle

•Hastighet
•Fordonskostnader
•Komfort
•Olyckor
•Vibrationer
•Buller
•Partiklar
•osv

Restriktioner

Nedbrytnings-
modeller  

Trafikeffektmodeller

Vägåtgärder

Störning 

vid åtgärd

Trafikåtgärder

Trafikverket
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Tillgång till data

 Belagda statliga vägnätet är ca 80 000 

km

 Miljontals km har mätts sedan 1987

 Alla belagda vägar har mätts flera

gånger

 Mätningarna upphandlas från

konsulter

 Alla mätningar kvalitetsäkras för att

upprätthålla jämförbarhet mellan åren
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Analysis database
After processing, the analyse database consist 
of:
• Predicted condition before a treatment
• Predicted condition after a treatment
• Yearly change in condition before a 

treatment
• Yearly change in condition after treatment
• Treatment age
• Information about treatments, traffic, 

heavy traffic, road width, posted speed, 
road type (2-lane, 4-lane etc.), region etc.

Based on available data, the following have been analysed:
• Condition before and after maintenance
• Change in condition before and after maintenance
• Yearly change in condition before and after maintenance.
• Influence of surface condition variables in decision about maintenance projects
• Experienced durability of treatments.
• etc.
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Condition before and after maintenance, IRI

IRI before maintenance

depends on 

maintenance standard 

and changes in 

maintenance standard 

and changes in budget

Example in one traffic

class. Median constant

but variations dependent

on changes in 

maintenance standard 

and changes in budget

IRI after maintenance

is dependant on IRI 

before maintenance.

Example in one

traffic class. Median 

varies dependant on 

treatment but

variations are small. 

Higher median for 

SD (surface

dressing) may

depend on 

variations in 

preparatory work

Before After



13 2018-04-17

Condition before and after maintenance, Rut Depth

Rut Depth before

maintenance depends

on maintenance

standard and changes

in maintenance

standard and changes

in budget

Rut Depth after

maintenance seems

to be independent 

on rut depth before

maintenance

Example in one traffic

class. Median constant

but variations dependent

on changes in 

maintenance standard 

and changes in budget

Example in one

traffic class. Median 

varies dependent on 

treatment but

variations are small. 

Higher median for 

SD (surface

dressing) may

depend on variations 

in preparatory work

Before After
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Change in condition before and after maintenance

The ratio of condition after and 
before treatment shows the initial 
effect of a treatment. If the ratio is 
low, the initial effect is high and if the 
ratio is high, initial effect is low.

IRIafter=ratio * IRIbefore

Rut depthafter=ratio * Rut depthbefore

.
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Yearly change in condition

Analysis of the yearly change in 
condition is based on a straight line 
regression analysis of time series of 
measured data. 

Average IRI              0.06 mm/m/year
Average Rut Depth 0.6 mm/year
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Vägytans tillstånd - Framtid

• Mer analys
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HDM-4 Highway Development and Management

HDM-III Highway Design and Maintenance Standards Model

HDM-4 Highway Development and Management

First developed by the World Bank

Today managed by PIARC (The World Road Association)
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HDM-4 Highway Development and Management
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NPV/Cost= (UCbase-

UCalt-(ACalt-ACbase)/

(ACalt-ACbase)
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Konvertering

Beslutsträd

Nedbrytnings-
modeller

Tillståndseffekt-
modeller

Trafikanteffekt-
modeller

Åtgärder
Åtgärdskostnader

Effektvärdering

Resultat
- Nationellt

Ekonomisk/
teknisk 

scenarioanalys

HDM4 analys 2012-13

HDM4 analys 2016-17

Kalibrering av HDM4

Förutsättningar för fortsatt 

utveckling

HDM4 analys 2019-20???

Rekommendationen är att
överväga andra alternativ än
HDM-4 på sikt men att behålla
användandet av HDM-4 tills att en
alternativ lösning är driftsatt.



22 2018-04-17

P
M

Sv
3

N
yt

t 
an

a
ly

ss
ys

te
m

Konvertering

Beslutsträd

Nedbrytnings-
modeller

Tillståndseffekt-
modeller

Trafikanteffekt-
modeller

Åtgärder
Åtgärdskostnader

Effektvärdering

Resultat
- Nationellt
- Regionalt
- Lokalt

Ekonomisk/
teknisk 

scenarioanalys


