
Beläggningar testade i provvägsmaskinen 2013

Bitumentyp Beläggningstyp

Standard ABS16 70/100

Standard ABS 16 50/70 +1% cem(+wetfix?)

Standard ABS 11 70/100 +1% cem(+wetfix?)

Standard ABS16 70/100

Standard ABS 16 70/100 kkv<7 (referens i pvm)

Polymer ABS 16-Arlanda P09-345-1

Polymer ABS 16 Nypol 40/100-75

Polymer ABS11 westbit w

Polymer ABS 11 Endura ( Nynäs)

Gmb GAP16 

Gmb GAP 16 kk 7 (GAR16?)

Gmb GAP16  wetfix

Gmb GAP16  wetfix+cem

Gmb ABS 11 gmb g

Ring 1 (ABS)

Bitumentyp Beläggningstyp

Standard ABS11 70/100

Standard ABS 16 70/100 kkv<7 (referens i pvm)

Standard ABT16 160/220

Standard ABT 16 70/100 kkv ≤10

Standard ABT 16 70/100 kkv ≤10

Polymer ABS 11 PMB Swebit 40

Polymer ABS11 PMB 

Polymer ABT16 Nypol 76-28 11/16 kvartsit

Polymer Inormix 16 Endura F1, Diabas

Polymer ABT16 Nypol 76-28 kkv ≤10 

Gmb GAP 11 KÅ 

Gmb GAP16 

Gmb ABT16 GMB 1 (grovt gummi)

Gmb ABT16 GMB 2 (fint gummi)

Ring 2 (ABT)



Slitage
Provvägsmaskin/Prall


